IRISH STANDARDS BASED ON CEN STANDARDS PUBLISHED ON

1.

9 JULY 2008

I.S. EN 352-8:2008

Hearing protectors - Safety requirements and testing - Part 8: Entertainment audio earmuffs
2.

I.S. EN 1037:1995+A1:2008

Safety of machinery - Prevention of unexpected start-up
3.

I.S. EN 1173:2008

Copper and copper alloys - Material condition designation
4.

I.S. EN ISO 1179-1:2008

Connections for general use and fluid power - Ports and stud ends with ISO 228-1
threads with elastomeric or metal-to-metal sealing - Part 1: Threaded ports (ISO 1179
-1:2007)
5.

I.S. EN ISO 1179-2:2008

Connections for general use and fluid power - Ports and stud ends with ISO 228-1
threads with elastomeric or metal-to-metal sealing - Part 2: Heavy-duty (S series) and
light-duty (L series) stud ends with elastomeric sealing (type E) (ISO 1179-2:2007)
6.

I.S. EN ISO 1179-3:2008

Connections for general use and fluid power - Ports and stud ends with ISO 228-1
threads with elastomeric or metal-to-metal sealing - Part 3: Light-duty (L series) stud
ends with sealing by O-ring with retaining ring (types G and H) (ISO 1179-3:2007)
7.

I.S. EN ISO 1179-4:2008

Connections for general use and fluid power - Ports and stud ends with ISO 228-1
threads with elastomeric or metal-to-metal sealing - Part 4: Stud ends for general use
only with metal-tometal sealing (type B) (ISO 1179-4:2007)
8.

I.S. EN 1982:2008

Copper and copper alloys - Ingots and castings
9.

I.S. EN 2399:2008

Aerospace series - Heat resisting steel FE-PA2601 (X4NiCrTiMoV26-15) - Rm ≥ 900
MPa - Bars for forged bolts - D ≤ 25 mm
10.

I.S. EN 3733-004:2008

Aerospace series - Connector, optical, circular, single channel, coupled by self-locking
ring, operating temperature 150 °C continuous - Part 004: Receptacle, connector, four
hole fixing cable according to EN 4532, product standard
11.

I.S. EN 4632-002:2008

Aerospace series - Welded and brazed assemblies for aerospace constructions Weldability and brazeability of materials - Part 002: Homogeneous assemblies
aluminium and aluminium alloys
12.

I.S. EN ISO 11844-1:2008

Corrosion of metals and alloys - Classification of low corrosivity of indoor atmospheres Part 1:Determination and estimation of indoor corrosivity (ISO 11844-1:2006)
13.

I.S. EN ISO 11844-2:2008

Corrosion of metals and alloys - Classification of low corrosivity of indoor atmospheres Part 2: Determination of corrosion attack in indoor atmospheres (ISO 11844-2:2005)
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14.

I.S. EN ISO 11844-3:2008

Corrosion of metals and alloys - Classification of low corrosivity of indoor atmospheres Part 3: Measurement of environmental parameters affecting indoor corrosivity (ISO
11844-3:2006)
15.

I.S. EN 12602:2008

Prefabricated reinforced components of autoclaved aerated concrete
16.

I.S. EN ISO 12732:2008

Corrosion of metals and alloys - Electrochemical potentiokinetic reactivation
measurement using the double loop method (based on Cihal's method) (ISO
12732:2006)
17.

I.S. EN 13478:2001+A1:2008

Safety of machinery - Fire prevention and protection
18.

I.S. EN ISO 14159:2008

Safety of machinery - Hygiene requirements for the design of machinery (ISO
14159:2002)
19.

I.S. EN 15116:2008

Ventilation in buildings - Chilled beams - Testing and rating of active chilled beams
20.

I.S. EN ISO 15329:2008

Corrosion of metals and alloys - Anodic test for evaluation of intergranular corrosion
susceptibility of heat-treatable aluminium alloys (ISO 15329:2006)
21.

I.S. EN 15498:2008

Precast concrete products - Wood-chip concrete shuttering blocks - Product properties
and performance
22.

S.R. CEN/TR 15615:2008

Explanation of the general relationship between various European standards and the
Energy Performance of Buildings Directive (EPBD) - Umbrella Document
23.

S.R. CEN/TR 15678:2008

Concrete - Release of regulated dangerous substances into soil, groundwater and
surface water - Test method for new or unapproved constituents of concrete and for
production concretes
24.

S.R. CEN/TR 15697:2008

Cement - Performance testing for sulfate resistance - State of the art report
25.

I.S. EN ISO 16784-1:2008

Corrosion of metals and alloys - Corrosion and fouling in industrial cooling water
systems - Part 1: Guidelines for conducting pilot-scale evaluation of corrosion and
fouling control additives for open recirculating cooling water systems (ISO 16784
-1:2006)
26.

I.S. EN ISO 16784-2:2008

Corrosion of metals and alloys - Corrosion and fouling in industrial cooling water
systems - Part 2: Evaluation of the performance of cooling water treatment programmes
using a pilot-scale test rig (ISO 16784-2:2006)
27.

I.S. EN ISO 19432:2008

Building construction machinery and equipment - Portable, hand-held, internal
combustion engine driven cut-off machines - Safety requirements and testing (ISO
19432:2006)
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